EYBR 4 yf POWER TREATMENT

SPECIFICATION SHEET FOR

FEEDERS AND
TREATMENT PUMP

B S ONE-SHOT FEEDER

The One-Shot Feeder is of cast-iron construction and is
rapped tor a one-inch feed line. The One-5hot Feeder comes
supplied with feeder body, funnel, close nipples, globe valves,
90° street ell, pipe plug, reducer bushing and petcock.

The One-Shot Feeder should be installed in a vertical section of
the feed line—as close to the boiler as possible—and near con-
venient valves already located in the boiler feed line.

The One-Shot Feeder is quite simple to use.

Dosage is merely mixed with equal amount of warm water and
poured into the feeder thru the funnel.

BY-PASS FEEDER —

The By-Pass Feeder is of cast-iron construction and is
tapped for a one-inch feed line. The By-Pass Feeder comes sup-
plied with the feeder body, close nipples, reducer coupling, re-
ducing bushing, the gauge glass and gauge glass holders, gate
and globe valves plus a Flow Regulator. (Flow Regulator allows
the dosage to flow gradually into the system over required period.
When feeder is filled, the float will be at top of gauge glass. As
treatment feeds out, float gradually sinks. When all treatment
has been fed, float will be at bottom of gauge glass.)

The By-Pass Feeder is simple to use. The proper dosage is merely
mixed with an equal quantity of warm water and poured into
the feeder.

<= TREATMENT PUMP FEEDER

All standard Treatment Pumps are furnished with
double stainless steel check valves and valve balls. The drive
piston is ground and polished stainless steel. Pump barrels
are furnished in steel, unless otherwise specified. Adjustment
of pumping capacity may be made from zero to maximum,
while pump is operating.

Also available—Package Units in 50 or 100 gallon sizes—
steel solution tank with 2 hinged lid, sight gauge, legs and
base to mount pump. Completely piped with line strainer
and relief valve.



FEEDER SELECTION CHART

BOILER PERCENT OF CONDENSATE RETURN
HORSEPOWER . LESS THAN 30% 35% - 65% 70% - 100%
15-30 One-Shot One-Shot One-Shot
35-50 #0 - 2 gt. By-Pass #0 - 2 gt. By-Pass #0 - 2 gt. By-Pass
60 -70 #0 - 2 gt. By-Pass #0 - 2 gt. By-Pass #0 - 2 gt. By-Pass
80-100 #2 - 4 gt. By-Pass #0 - 2 qt. By-Pass #0 - 2 qt. By-Pass
125-150 #2 - 4 gt. By-Pass #2 - 4 gt, By-Pass #0 - 2 qt. By-Pass
160 - 200 Treatment Pump Treatment Pump #0 - 2 gt. By-Pass
Over 200 Treatment Pump Treatment Pump #2- 4 qt. By-Pass
ONE-SHOT FEEDER BY -PASS FEEDER
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TREATMENT PUMP FEEDER The STANDARD Treatment Pumps are
furnished with a % HP, 115 Volt, 60
DIMENSIONS Cycle ball-bearing gear head motor,
e 4 ' e 13" ] with 60 rpm output, all mounted on a
. B I - . heavy steel baseplate. Pump capacity
: ﬁ; E I - | is 6.20 gallons per hour maximum,
’EE %“ ; —t—- __  against a maximum discharge pres-
*,I? ﬁHﬂ’ﬁ'T;ﬁ- sure of 1,000 psi. Other capacities
L _ZI;; ' are available at no additional charge.
o TR == ‘] A DUPLEX Treatment Pump is also
.._....|D}i'—~.u1 [ g = "'l available.
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