YORK-SHIPLEY'

& Division of DONMLEE TECHNOLOGIES INC.

INDUSTRIAL COMMERCIAL
INSTITUTIONAL

D SERIES

HIGH FLOW RATE = LARGE CAPACITY ¢ SINGLE AND
MULTIPLE UNIT « TIME CLOCK OR METER OR HARD-
NESS MONITOR INITIATION OF REGENERATION CYCLE

YORK SHIPLEY “D" Series Water Softeners deliver the required flow of soft water without excessive
pressure loss through the mineral bed. Large individual diaphragm valves allow full service flow with a
minimum of restriction. ALL YORK SHIPLEY Softeners provide adequate freeboard above the resin bed
for proper bed expansion.

Uniform distribution of the incoming water over the “High Capacity" resin bed is achieved with the YORK
SHIPLEY “full flow” top diffuser which prevents channeling. Screens, which trap foreign material and
make backwash ineffective, are not used.

As the water passes down through the bed of YORK SHIPLEY'S high capacity polystyrene resin, max-
imum softening is achieved because of YORK SHIPLEY'S highly efficient soft water collection system.

Actual service and laboratory tests prove that high quality soft water is delivered by YORK SHIPLEY
Softeners at maximum flow rates.

125 pounds per square inch working pressure YORK SHIPLEY “D" Series Softener tanks up to and in-
cluding 36" are constructed of heavy gauge steel and coated to give them excellent resistance against
corrosion. Larger "D Series Softeners up to 96" in diameter are available on application.

First, select a “D” Series Softener that has a flow rate in gallons per minute slightly larger than you
require.

Second, select a “D" Series Softener that has a capacity in grains slightly higher than you require.
Third, install the larger of the two YORK SHIPLEY “D" Series Softeners selected above.



Automatic regeneration of “D" Series Softeners may be
started in one of four ways, manually, time clock, automatic
reset meter or by automatic hardness monitor.

Multiple banks of softeners have automatic “hold back"
device so only one “D" unit can regenerate at a time.

“D" Series Softeners are furnished without by-pass unless
otherwise specified.

It's fiberglass, of course! Mo rusting, no dirty brine, no iron
fouled brine valves. A fitting companion to the outstanding
quality in YORK .SHIPLEY'S “D" Series Softeners. The
YORK SHIPLEY fiberglass brine tank furnished with
softeners through 36" also eliminates salt creep that occurs
with metal tanks.

Salt Salt
Softening Brine Capacity Per Approx
Madel Capacity Tank Floor Overall Max. Flow Valve and Backwash Tank Brine Reqen. | Shipping

[Grains) Size Space Height Rata GPM Pipe Size Rate GFM Size Tank - Weight

D-300-2 300,000 24nB0 4065 72 100 2 12 38x428 ano 150+ 19604
D-420-2 420,000 054 40x72 (il 100 2 12 36x4B B0 2104 P
Db-510-2 510,000 3060 45x76 ra'" 100 2 20 42248 2950 2054 264048
0-570-2 570,000 J6x4B S0xB2 GO 100 2 20 42248 a50 2R5# 30004
0-G60-2 BE&0,000 J6xe0 S0xE8 fichs 100 2 an 48x48 1250 3304 42008
D-780-2 T&0,000 3672 SlwAs 4" 100 2 25 48x48 1250 J90¥ 4320#
0-7&0-3 TEQ,000 3672 S0x88 gz 175 3 25 48x48 1250 Ja0¥ 4500#

Specifications and dimensions subject to change without notice.

*Salt used per regeneration and kilograms of capacity figured at .5 1b,/1000 grains,

Also available with Gresnsand mineral (at 1/6 the above capacities in grains) for greater filtration and lower softening capacity to insure frequant
backwashing for iron removal. Use on iron bearing, low hardness waters, Not advisable in 77 tank size,

Determing softening capacity in gallons between regenerations by dividing total grain softening capacity by grains hardness of the water.

To convert “Parts Per Million" to graing, divide by 17.1.

YORK SHIFLEY high capacity softenar minerals are extremely resistant to attrition, uniform in particle size and insoluble in all comman solvents,
THERE ARE MO BETTER SOFTENING MATERIALS.

Prices and specifications for LARGER INDUSTRIAL UNITS up to 25° in diameter available on application. Subject to change withoul notice.
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