FULLY AUTOMATIC SOFTENERS

HLS SERIES

HIGH FLOW RATE = MEDIUM CAPACITY
MOTOR DRIVEN MULTIPORT VALVE

FOR USE ON ALL APPLICATIONS
UP TO 60 GALLONS PER MINUTE.
FROM COUNTRY CLUBS TO
HOSPITALS, FROM LAUNDRIES
TO POWER PLANTS.

WHY YORK SHIPLEY’S “HLS” SERIES?

DESIGNED FOR ECONOMICAL OPERATION,
MAXIMUM LIFE AND MINIMUM SERVICE

WHAT SIZE SOFTENER?




HLS SERIES VALVE

INTERNAL CONSTRUCTION

SPECIFICATIONS

Max. | Yaha Back- Sall Salt
Softening Flow | and wash Brine Capacity Resin Per Approx,
fodel Capacity C.F. Tank Floor Overall Rate | Pipe Rate Tank Brine Bed Raegen, Shipping
(Graing) Resin Sizae Space Height GPM | Size GPM Sizn Tank Depth " Weight
HLS-30 0,000 3 16 48 22 = 48 54 19 1% T 2233 00 208" 454 B4l
HLE-120 120,000 4 162 60 24 = 50 66" 30 1% 5 24 % 40 400# 345" GO# Q60
HLS-210 290,000 7 20 = 60 24 = 54 T il4] 1% 7 24 = 52 H00# J8.5" 105# 13204
HLE-240 240,000 a 24x48 30 64 i Gl 1% 12 0= 48 BOD# a0.5% 1208 1680#
HLS-300 300,000 10 24 60 32w BE e Gl 1% 12 32 =48 BOO# 85" 1508 1920
HLS-420 420,000 14 30 = 5d J2w T2 66 * 60 1% 20 32 % 54 TO0# 32" 2108 2160#
HLS-510 510,000 17 30 60 38 = 80 e (4] 1 12 3B =54 00# 4.6 2554 2640

Spacifications and dimensions subjact to change without notice.

*Salt used per regeneration and kilograms of capacity figured at .5 1bJ/1000 grains,

Also avallable with Greensand mineral {al 1/6 the above capacities in grains) for greater filtration and lower softening capacity to insure frequent
backwashing for iron removal. Use on iron bearing, low hardness waters, Mot advisable in 7 tank size.

Determine softening capacity in gallons between regenerations by dividing total grain softening capacity by grains hardness of the water. To con-
vart “Parts Per Million™ to grains, divide by 17.1.

Prices and specifications for LARGER INDUSTRIAL UNITS up to 86" in diameter avallable on application. Subject to change without notice,
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