| BLOWDOWN
Ry Fossl SEPARATORS

PROVEN PERFORMANCE

QUIET RELEASE OF STEAM

Vent sizes permit low velocity release
of steam-—-NO EXHAUST HEAD
NECESSARY—Vent noise level
below 90 DbA.

STRIKING PLATE PREVENTS EROSION

OF SIDE WALLS

A standard on all YORK-SHIPLEY
SEPARATORS. We were first on the
market with it. Others have added it
as extra. The stainless steel striking
plate was on our first unit.

CYCLONIC SPINNING SEPARATES
STEAM FROM WATER

Tangential Inlet and small diameter
encourage high velocity spinning for
release of clean dry steam. That’s
why a YORK-SHIPLEY BLOWDOWN
SEPARATOR is only 14” Dja. as com-
pared to 30" Dia. for a Blowdown
Tank.

NO INTERNAL BAFFLING TO
ACCUMULATE WATER

This means no pockets for water and
sludge accumulation where corro-
sion could occur,

CONTROLS THERMAL POLLUTION

Accessories can reduce drain water
temperature within state and local re-
quirements. Valving arrangement
automatically provides right amount
of cold water each time boiler is
blown down.

Thousands of Satisfied Users
Prove These Benefits

AESYS

Engineered Syslems for Your World
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defective material and workmanship on

the entire unit for a period of one year

Cast iron, Concrete or Sewer Pipe from the date of original installation but

with a minimum slope of 4" per ft. not to exceed 18 months from the date of

shipment. A detailed Limited Warranty
Certificate is furnished in conjunction

Blowdown Separator with legs for floor
mounting, after cooler with temperature
regulator valve for automatic control of
cooling water to obtain 150 deg. F. Drain
Temperature.

YORK-SHIPLEY SEPARATOR AND AC-
CESSORIES ARE SPECIFICALLY DE-
SIGNED FOR YOUR PARTICULAR

ID-81-598-104

Your local representative is

with the shipment of equipment.

TYPICAL INSTALLATION

BLOWDOWN PROBLEM AND INTEGRALLY
DESIGNED FOR EASE IN INSTALLATION.

Length of the legs is designed for each
size aftercooler and the cooling water line
size and regulator valve size are designedfor
the Separator for which you are going to use
PROVIDING YOU WITH A PRACTICAL
PACKAGE.
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