AUTOMATIC VERTICAL

TUBELESS
BOILERS

YORK-SHIPLEY

SERIES 320 VTB
BOILERS CARRY A
4 ONE YEAR LIMITED
4 WARRANTY AGAINST
DEFECTIVE MATERIAL
‘. AND WORKMANSHIP

OIL, GAS OR
COMBINATION FIRED

335,000 to 1,005,000 BTU a“w
Design Pressure 125 PSI

York - Shipley Global

Division of AESYS Technologies, LLC




BENEFITS OF THE

STANDARD EQUIPMENT INCLUDES —

UL LISTED BURNER

ALL MODELS WILL FIT THROUGH
34 INCH DOORWAY

LOW WATER CUT-OFF

DRAIN VALVE IS FACTORY
INSTALLED.

MORE HEATING SURFACE FOR
LONGER BOILER LIFE.

THERALTIMETER

CONTROLS FOR 30 PSI OPERATION
Higher operating controls available.

A.S.M.E. CONSTRUCTION - All joints
are fully welded and carefully stress
relieved, X-rayed and built in
accordance with the ASME Boiler &
Pressure Vessel Construction Code.



v CUTAWAY VERTICAL TUBELESS BOILER

Shell built to ASME code Section |.

Safety controls meet
latest U.L. require-
ments.

York-Shipley famous burn-
ers are designed to the
boiler for better per-
formance and maximum
economy. Proven perform-
ance in thousands of in-
stallations.

Forced draft burner forces
products of combustion
through passes scrubbing
each BTU from the fire for

best fuel and thermal '-_
efficiency. / g

Heavy insulation keeps
usable heat in — saves
fuel dollars.

Large drain connection in front
of boiler for easy access.

Heavy gauge fumace for long trouble-free

operation.

Lifting lug for easy handling of unit.

Low Water Cut-off - Warrick#3E1B
(Probe Type) cuts burner off in event
of low water condition.

Up to 125 pounds per square
inch operating pressure/
350°F maximum operating
temperature.

| — Steel flue vent — no expensive

chimney required because of
forced draft principle.

Heavy gauge jacket and insula-
tion keeps boiler looking new
for years.

-_-__-'""--

Thermal fins direct flue gases

. increase heat transfer area
.. . pick-up the last penny of
your fuel dollar.

Quick access to fire side of unit

for easy inspection and main-
tenance.

Handhole openings 312" x 412"
elliptical for easy cleaning of
water-side of boiler.

Integral base — needs no spe-
cial foundation.

Refractory base protects mud leg and keeps
base cool for installation on ordinary non-
combustible floor.

Minimum floor space required.



P
320vVTBW 2
BASIC 10 FUEL g
UNIT 15 2 — #2 @il
20 N— gas LIMITED WARRANTY
25 N2 — combination York-Shipley Division of AESYS TECH-
NOLOGIES, LLC warranits against de-
fective material and workmanship on the
When ordering, the following must be specified, entire unit for a peried of one year fromthe
in addition to the model numbers: date of original installation but not to ex-
ﬁ‘- gI;LsJEIs_p;i spﬁﬁ"fg{hg:‘* g8 0 ﬁ}‘!lx”‘eb(;“ﬁgg- ceed 18 months from the date of shipment.
ufactured or LP; also the BTU content, and Ad?ta'le.d L*m.Ith Warranty is furnished in
gas pressure available at boiler. Check the conjunction with the equipment
available pressure against our minimum gas
pressure requirement.
B. ELECTRICAL — Electrical characteristics,
standard is 110/60/1 or 220/50/1.
C. ALTITUDE — Exact altitude if above 2000
ft.
RATINGS: vTB-10 | vTe-15 | wis.zo| vre.2s | vie-30
Quiput BTU per fr. 335,000 | 502,500 | 670,000 | 837.000 (1,005,000
SPECIFICATIONS: _ s
- L
Approximale  oil GIP.H. 3. 47 6.2 a0 9.0 SERIES 320 VTE
Firing rale gas C.F.H. 446 €70 g92 1115 1280 SPEC|F|CAT|ONS AND D|MENS[ONS
Design press, P.5.1.G, 125 125 125 150 150
Burner motor size HP. a 1 3 L] ' 3
Qil pump capacily G.P:H. 6 6 20 20 20 o 5| k < -
3 dry b5, 160D 2350 | 2375 | 3150 | 3500 r [ S
Ve et Ibs, 650 | 2825 | 2850 3700|4050 T
| i i
DIMENSIONS: i ; I 1
A& Dia. boiler shal 26 30 20 a2 3z i i B - '
B . Overall widih 28 3 32 24 51 : S
G Overall depih (Ol a8 51 51 61 52 : Ve :
€ Overall depth (Gas) a8 57 57 Bl = ! cl
D Overall haight &7 85 85 o7 a7 ; ! |
E Boiler height _ 58 74 76 8 88 ! i | :
F  Hoight flug outlst 43 81 81 63 63 ! : i ')1( :
G _Dia. e oullet 8 8 B 10 [Two:8 dia. e || ir —
H Height return conn. 6 7 7 7 13 N
1 Size retum conn, |P.S. 1 2w 2% 2% 2%
J  Sizeoullet LP.S. 1% 1 1% 2 2
K Haight drain. conr: 5 5 5 5 5

Spacifications and dimensions
sulfject 16 change without notice.
“This Dimension includes the
leadwater pUMp et and piping.
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